Palm nitrile coating over Hagane Coil® liner (stainless

steel/Polyester)

Hagane Coil® technology
Wrapped Stainless steel liner
Nitrile palm coating

Safety yellow seamless liner
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Breathable open-back design

Increased visibility in low lighting

Excellent abrasion and puncture resistance
Form-fitting design for maximum dexterity

Heavy equipment handling
Automotive repairs & maintenance
Light assembly of oil-coated pieces
Mechanical and engineering
Bottling

Glass & window fixing

Glass & window handling

« Canning

White goods
Dry & oily parts assembly
Mounting & dismantling

Polyester

Seamless knit
Stainless steel

Nitrile
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EN 388:2016
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10 Pair per polybag
12 Polybags per case
e 120 Pair per case

7/S
8/M
9/L
10/XL

e Fluorescent yellow w/ green
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Do not use where there are chemical, electrical, thermal or
entanglement risks. Wash at 40°C max. Performance levels as per
standard EN388 retained after 3 washes, subject to variations linked
to actual usage conditions. The performance levels apply to the
coated surface only. Store in a dry place, away from the light.

The descriptions, characteristics, applications and photos are given for
information purposes and do not constitute a contractual
commitment. The manufacturer reserves the right to make any
modifications it deems necessary.
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