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NITRILE-

PRO
51-080

CHARACTERISTICS

» Nitrile (NBR) coating on palm and fingers

» Cotton Jersey backing and 10 cm hood

» Ventilating open back

+ % coating extends to the knuckles for added protection
» Good grip in both wet and dry conditions

 Good protection against oils and greases

» Strong, robust glove

Article number: 1.51.080.00

DURABILITY ROBUST

SUITABLE FOR ACTIVITIES IN E.G.
» Construction

+ Cleaning services

+ Shipping

» Transport & logistics

+ Agriculture and horticulture

+ Assembly

COLOR
Blue/white

SIZES
8/M to 10/XL

PACKAGING
+ 12 pairs per bundle
+ 144 pairs per outer box

EN388:2016
+A1:2018 EN407:2020
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OXXA

ESSENTIAL

PRODUCT INFORMATION
EAN CODE

EAN CODE
SIZE ARTICLE NO. 144 PAIRS

12 PAIRS (BUNDLE) (OUTERBOX)
8/M ‘ 1.51.080.08 ‘ 8718249034824 ‘ 8718249034831
9/L ‘ 1.51.080.09 ‘ 8718249034855 ‘ 8718249034862
10/XL ‘ 1.51.080.10 ‘ 8718249034886 ‘ 8718249034893
PIPING COLOR
Sizes ‘ 8/M ‘ 9/L ‘ 10/XL
Piping color ‘ green ‘ blue ‘ gray

CLARIFICATION OF PICTOGRAMS

Protection against mechanical hazards

STORAGE CONDITIONS
The gloves should be kept in a clean, cool and dry place and not kept

EN388:2016 EN388:2016
+A1:2018 +A1:2018 A = Scuff resistance (0-4) compressed in their original packaging. Do not expose the gloves to
B = Cut resistance (0-5) direct sunlight. Make sure that the packaging and the gloves are not
C = Tear resistance (0-4) damaged during shipping.
D = Puncture resistance (0-4)
4x228 ABCDEF E = Cut resistance (in accordance with EN IS0 13997 (A to F) TESTING INSTITUTE
F = Impact resistance (optional) (P = Passed) These gloves are certified by: CTC (Notified Body No. 0075), 4 Rue
Hermann Frenkel 68367 Lyon, Cedex 07, France.
EN407:2020 EN407:2020 Protection against heat and fire hazards
A = Limited flame spread (0-4) DECLARATION OF CONFORMITY
B = Contact heat (0-4) For a copy of the declaration of conformity, we refer you to the
C = Convection heat (0-4) following link: www.oxxa.work/doc
XIXXXX ABCDEF

D = Radiant heat (0-4)
E = Small drops of molten metal (0-4)
F = Large drops of molten metal (0-4)

Note: X = untested or not applicable

RELATED PRODUCTS

NITRILE-PRO
51-082
Art. no. 1.51.082.00

YOUR SUPPLIER:
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