oxxA WoleoXe

ESSENTIAL

MAX
0199

oe

CHARACTERISTICS

» Quality: 98% cotton/2% carbon, 350 gr/m?

* Flame-retardant and antistatic

* Fly closure with covered zip

' Belt loops

» Two side pockets and a ruler pocket

 Knee pockets (knee pads sold separately)

* Elastic in the waistband

* Suitable for a wide range of working situations

Article number: 2.30.199.30

Disclaimer: The user is responsible for the choices they make on the grounds of the information provided by OXXA® in this document. This information should
therefore not be deemed conclusive when we refer to the suitability of the product for specific applications. OXXA® reserves the right to make chances to
the products shown on this product sheet. The colours of the products shown on this product sheet may differ slightly in reality. Printing and typesetting

errors reserved,

RETARDENT

ANTI COMFORT
STATIC

SUITABLE FOR ACTIVITIES IN E.G.
+ Petrochemistry

+ Offshore

+ Metal

+ Shipbuilding

» Transport & logistics

+ Industry

COLOUR
Navy blue

SIZES
46 to 66 incl.

PACKAGING
+ 1 unit per polybag
+ 12 units per outer box
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Protective clothing against heat and flames

Al: Exterior material tested for limited flame spread in accordance with
EN IS0 15025:2016 procedure A

A2:Exterior material tested for limited flame spread in accordance with
EN IS0 15025:2016 procedure B

B: Protection against convective heat (3 levels, 1 being the lowest)

C: Protection against radiant heat (4 levels, 1 being the lowest)

E: Protection against molten iron splash (3 levels, 1 being the lowest)

Protective clothing for use during welding and related processes

Class 1 (lowest level): less hazardous welding situations

A exterior material tested for limited flame spread in accordance with
EN IS0 15025:2016 procedure A

A2:exterior material tested for limited flame spread in accordance with
EN IS0 15025:2016 procedure B

Protective clothing with electrostatic properties
The EN 1149-5:2018 standard specifies the electrostatic requirements for
electrostatic dissipative protective clothing to avoid incendiary discharges.

STORAGE CONDITIONS

The clothing should be kept in a clean, cool and dry place and

not kept compressed in its original packaging. Do not expose the
clothing to direct sunlight. Never store the clothing wet, always
hang it to dry first. Make sure that the packaging and the garment
are not damaged during shipping.

TESTING INSTITUTE
This clothing is certified by: AITEX (0161), Plaza Emilio Sala,
1 Alcoy (Alicante) 865542200, Spain.

DECLARATION OF CONFORMITY

For a copy of the declaration of conformity, we refer you to the
following link: www.oxxa.work/doc

YOUR SUPPLIER:

oxxa.work
Copyright ©® 2021 OXXA Safety Products, All rights reserved - Version 2, 10/11/2025



