
CHARACTERISTICS
•	This energy-absorbing Kernmantle lanyard consists of a shock ab-
sorber in 44 mm wide webbing, which reduces the effect of the fall 
to less than 6 kN, a 44 mm wide polyester elastic lanyard, a steel 
carabiner with automatic locking (opening 18 mm) and two steel 
scaffolding hooks with automatic locking (opening 50.8 mm)

•	Eyes are protected by a wear-resistant thimble
•	Length (Min./Max.) : 1.0 M / 1.5 M

Article number: 8.84.064.00
PACKAGING
•	1 piece per dispenser
•	10 pieces per carton box

Disclaimer: The user is responsible for the choices made based on the information provided by OXXA® through this document. The information 
should therefore not be regarded as leading with respect to the suitability of the product for a particular application. OXXA® reserves the right 
to make changes to the products shown on this product sheet. The colours of the products shown on this product sheet may differ slightly 
in reality. Subject to misprints and printing errors. 

SUITABLE FOR WORK IN, E.G.:
•	Scaffolding
•	Construction
•	Installation technology
•	Aerial platforms
•	Offshore
•	Petrochemicals

EN 355:2002
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YOUR SUPPLIER:

SIZE ARTICLE NO.
EAN CODE
1 PIECE (POLYBAG)

EAN CODE
10 PIECES (CASE)

One size 8.84.064.00 8718249047381 8718249047398

ITEM INFORMATION

Disclaimer: The user is responsible for the choices made based on the information provided by OXXA® through this document. The information 
should therefore not be regarded as leading with respect to the suitability of the product for a particular application. OXXA® reserves the right 
to make changes to the products shown on this product sheet. The colours of the products shown on this product sheet may differ slightly 
in reality. Subject to misprints and printing errors. 

STORAGE REQUIREMENTS
During transport, keep the energy absorber in its packaging, well away from any cutting surface. Clean it with water, 
wipe it with a rag and hang it up in a well-ventilated location, to let it dry naturally and away from a naked flame or 
heat source; follow the same procedure for components that have become damp during use. The energy absorber 
should be stored in its packaging in a warm, dry, ventilated place, protected from sunlight, heat and chemicals.

TESTING INSTITUTE
This fall protection is certified by: SATRA Technology Europe Ltd (Notified Body no. 2777), 
Bracetown Business Park, Clonee, Dublin D15 YN2P, Ireland.

DECLARATION OF CONFORMITY
For a copy of the declaration of conformity, please refer to the following web link: 
www.oxxa.work/doc

RELATED PRODUCTS

FUJI 4015 
Harness 3D

Article no.  8.84.015.00
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ANDES 4013
Harness

Article no. 8.84.013.00


