DESCRIPTION

PSP

®

PSP 10-150

The PSP Allround Latex Grip Plus 10-150 is a glove with a
10 gauge polyester/cotton liner covered in a strong latex coa-

ting. A smooth, robust glove with good finger sensitivity and

dexterity. As a result of the strong liner and coating, the glove

has an excellent abrasion and tear resistance. The cotton in

the liner provides a much dryer and softer feel, the open back

provides a good ventilation. There is no irritation due to contact
with the seams of the glove.
This glove is known for its excellent grip in the agricultural

and construction related industries.

Article (PSP Allround Latex Grip Plus 10-150) has been tested
and is certified according to the European Regulation (EU)
2016/425 and the EN standards EN ISO 21420:2020 /

EN388: 2016.

CHARACTERISTICS
A 10G Liner: Polyester and cotton knitting

A Latex coating

A Elasticated knitted cuff

A Rough surface

A High abrasion resistance
A High tear resistance

A Full thumb

A Available in various sizes

CERTIFICATIONS

EN 388:2016

3242B

q3

CAT Il

APPLICATIONS

Abrasion resistance = 3
Blade cut resistance = 2
Tear resistance = 4
Puncture resistance = 2
Cut SO 13997 =B

Road work | Construction | Agricultural | Logistics & Transport |
Industry | Wet Installation

PRODUCT INFORMATION

Allround
heavy duty

ORDER DETAILS

Allround Latex Grip Plus
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Allround
precision work

Liquid

protection**

Allround
Winter

150 14001

Material Liner: Poly / Cotton, Coating: Latex Size Item number Packing Unit
Color Grey / Blue 07/S 2.01.10.150.07 12 x 12 (144 pairs)
Length (mm) 230-270 Depending on the size 08/ M 2.01.10.150.08 12 x 12 (144 pairs)
Cuff Elasticated, knitted cuff 09/L 2.01.10.150.09 12 x 12 (144 pairs)
10/ XL 2.01.10.150.10 12 x 12 (144 pairs)
11 / XXL 2.01.10.150.11 12 x 12 (144 pairs)

** | jquid protection: Note! The degree of protection depends on the coating used.
Cut ISO 13997: The letter A to F indicates the cut resistance according to ISO 13997

. X = control not performed or not applicable
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