PSPA

The PSP 39-600 Mechanic Winter Black Pro is a work glove, type
“Mechanic”, which is provided with the 3M Thinsulate® lining.
Together with the excellent fit and flexibility, this work
glove is very suitable for work in cold environments. The pre-
formed glove is made of synthetic leather (microfiber) with a
Spandex® back, which provides excellent breathability.

The cuff has a robust TPR closure for extra comfort and protec-
tion. The concealed wedge closure ensures a full closure around
the wrist. This high quality work glove can be used for various
applications and leisure.

The PSP 39-600 Winter Black Pro has been tested and certified
in accordance with the European Regulation 2016/425 and the
EN standards EN ISO 21420:2020 / EN388:2016 / EN511.

3M Thinsulate®
Synthetic leather (microfiber)
Very durable and comfortable
Ergonomically shaped with extra reinforcements
Breathable, elastic back
Moisture absorbing
Velcro strap closure
Concealed wedge closure
AAA quality
Excellent fit
Approvals in accordance with: EN ISO 21420:2020,
EN388:2016 and EN511

Cold working environments | Perfectly suitable for medium-
heavy activities | Driver's glove | Transport & Logistics |
Construction | Industry | Leisure
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Material Palm/back fingers: Synthetic leather (microfibre) Size Item number Packing unit
Back: Spandex 08/ M 2.03.39.600.08 6 x 12 (72 pair)
Cuff: Elasticated polyester+Velcro TPR closure 09/L 2.03.39.600.09 6 x 12 (72 pair)
Lining 3M Thinsulate® 10/ XL 2.03.39.600.10 6 x 12 (72 pair)
Color Black 11/ XXL 2.03.39.600.11 6 x 12 (72 pair)
Length (mm) 230, Depending on the size
Cuff Concealed wedge closure

Cut ISO 13997: The letter A to F indicates the cut resistance according to 1ISO 13997. X = control not performed or not applicable
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